
� Lined Globe Valve 

Lined Globe Valve 

Technical Specification 

�tfff-J1£ HG/T 3704, GB/T 12235 BS 5160 Design & Manufacture Standard 

�t,j',,'1£ HG/T 3704, GB/T 12221 BS 5160 Face-to-face Dimension Standard 

'ti�' I =. I HG/T 20592, GB/T 9119 ASME B16.5, JIS B2220 Flange Standard 

t-ffi!§'�� GB/T 13927, JB/T 9092 APl598 Inspection and Test Standard 

�fil:ilf£ DN15-DN350 1/2"-14" Nominal Diameter 

��Bit.J 1.0MPa 1.6MPa 150LB Nominal Pressure 

MU 1.5MPa 1.5MPa 1.5MPa Shell Test 

i� i1l!Bilfi1 Test High Pressure Sealing 1.1MPa 1.1MPa 1.1MPa 
Pressure 

fM!ftj 0.6MPa 0.6MPa 0.6MPa Low Pressure Sealing 

.lM!iU PFA: -29'C-200'C PTFE: .29•c-1 so·c FEP: .29•c-1so·c GXPO: -1o·c-so·c Temperature Range 

�ill!. Ei!i!ll! , � . llilt . Wi.11 . .:E7.l<lffl/121!1lttil'li!i .lM!il'/Jlt 
Applicable Medium Strong corrosive medium i.e. hydrochloric acid, Nitric acid, Hydrofluoric acid, Liquid chlorine,

Sulfunc Acid and Aqua regia etc .  

�± : 11Mi1�iitl.flll¥)1Wffliil�xt . �"W�ffl�i1NJ1£. iiaiBit.JmH,.ltlhil!iO. 
Note: Test standard refers general valve standard, high pressure should be custom ized for processing. 

tt�fl3:.��{tj:t�f>!- Material Specification 

t.ilfiil itM;;i:::� 
�{�� 

Carbon Steel Stainless Steel 
Name 

p R PL RL 

m1�ii'ii WCB+l<'.flltM� CF8+t,'.!Ji!M� CF8M+t,'.!JllM� CF3+1'.!Ji!M� CF3M+t,'.!Ji!M� 
Body/bonnet Lining material Lining material Lining material Lining material Lining material

�{ruVffl/DI WCB CFS CF8M CF3 CF3M Located clamp/Gland 

� 2Cr13 SS304 SS410 Stem 

t<'.!lllM�/ilill.i PFA,PTFE,FE�GXPO Lining materiaVseat 

�rt!� �Brass Stem/nut 

'.Kt�U A193 87 A193 B8 A193 B8M Bolt

�lij A194 2H A194 8 A194 8M Nut 



 Lined Globe Valve 

a 

YFM-J41 PFA/F4/F46/GXPO 

HG/T 20592 PN10 

ON L1 L2 D 01 02 

15 130 65 95 65 45 
20 I 150 75 105 75 55 
25 160 80 115 85 65 
32 180 90 140 100 78 
40 200 100 150 110 85 

f-
50 230 115 165 125 100 

I- -- -... .,-
65 290 145 185 145 120 
80 310 155 200 160 135 
100 350 175 220 180 155 
125 400 200 250 210 185 
150 480 240 285 240 210 

f--200 600 300 340 295 265 
- .... -

250 730 365 395 350 320 

HG/T 20592 PN16 

15 130 65 95 65 45 
I--20 150 75 105 75 55 

25  160 80 115 85 65 
32 180 90 140 100 78 
40 200 100 150 110 85 

-
50 230 115 165 125 100 

- -

65 290 145 185 145 120 
80 310 155 200 160 135 
100 350 175 220 180 155 
125 I 400 200 250 210 185 

- --
15

�
0 480 240 285 240 210 

200 600 300 340 295 265 
-

250 730 365 405 355 320 

�· 

Tt=.11. YDUFUMI 

a -

L2 
Z-d

YFM-J44PFA/F4/F46/GXPO 

.!!j!! ffi. Un it : mm 

Z-d f b I H H1 Do 

4-14 2.5 16 
I 

240 265 120 
4-14 2.5 16 ' 240 265 120 

' 4-14 3 16 270 295 160 
4-18 3 16 277 302 160 
4-18 3.5 17.5 337 372 180 

I 
- -- .... 

4-18 3.5 18.5 352 392 180 
-- ,-

' 
4-18 3.5 19.5 390 427 220 
8-18 4 22 425 465 250 
8-18 4 23 460 503 280 

I 8-18 4 25 507 565 350 
8-22 4 25 560 625 360 

-
8-22 4 28 670 745 400 
12-22 4 28 705 810 450 

ll[lffi.Unit:mm 

4-14 2.5 16 240 265 120 

I
- --

4-14 2.5 16 240 265 120 
4-14 3 16 270 295 160 
4-18 3 16 277 302 160 
4-18 3.5 17.5 337 372 l 180 

( 
- -- .... 

4-18 3.5 18.5 352 392 180 
4-18 3.5 19.5 390 427 220 
8-18 4 22 425 465 250 
8-18 4 23 460 503 280 
8-18 4 25 507 565 I 350 

- --
8-22 4 25 560 625 360 

I 12-22-
� 

( 4 28 670 745 400 
-

12-26 4 28 705 810 450 



� Lined Globe Valve 

Lined Globe Valve 

0 

YFM-J41 PFA/F4/F46/GXPO 

HG/T 20592 PN25 

ON L1 L2 D 01 

15 130 65 95 65 
20 150 75 105 75 
25 160 80 115 85 
32 180 90 140 100 
40 200 100 ' 150 110 

- - -
50 230 115 165 125 --65 290 145 185 145 
80 310 155 200 160 
100 350 175 235 190 
125 400 200 270 220 

-f--
150 480 240 300 250 

f-
200 600 300 360 310 
250 730 365 425 370 

ASME Class150 

1/ 2 130 65 90 60.5 
-,_ 3/ 4 150 75 100 70.0 

1 160 80 110 79.5 
1¼ 180 90 ' 115 89.0 
11/, 200 100 125 98.5 
2 - --

230 115 152 120.5 
f--

2'h 290 145 180 139.5 
3 310 155 190 152.5 
4 350 175 230 190.5 
5 400 200 255 216.0 
6 480 240 280 241.5 

7
. 

8 600 300 345 298.5 
10 730 365 405 362.0 

Note: For more size, please consult our engineer. 

f-

I-

,_ 

-

0 -

Z-d

YFM-J44PFA/F4/F46/GXPO 

02 Z-d f b H 

45 4-14 2.5 16 240 
55 4- 14 2.5 16 240 
65 4-14 3 16 270 
78 4-18 3 16 277 
85 4-18 3.5 17.5 337 

100 4-18 3.5 18.5 352 
--120 8-18 3.5 19.5 390 

135 8-18 4 22 425 
160 8-22 4 23 460 
188 8-26 4 25 507 
218 8-26 4 25 560 
278 12-26 4 28 670 

- . -I-
332 12-30 4 28 705 

35 4-16 2.5 13 240 
43 I 4-16 2.5 15 240 
51 4-16 3 16 270 
64 4-16 3 16 277 
73 4-16 3.5 17.5 337

7 
-

92 4-19 3.5 18.5 352 
. . f--

105 4-19 3.5 
' 

19.5 390 
127 4-19 4 ' 22 425 
157 8-19 4 24 460 
186 8-23 4 25 507 

-- --
216 8-23 4 27 560 

1
- -

270 8-23 4 30 670 
... 

324 12-25 4 30 705 

�{i'i.Unit:mm

H1 Do 

265 120 
265 I 120 
295 160 
302 

' 
160 

372 180 
392 180 
427 220 
465 250 
503 280 

565 350 
625 360 
745 400 
810 450 

$/i'i.Unit:mm 

26
rn

120
265 120 
295 160 
302 160 
372 I 180 
392 180 
427 220 
465 250 
503 280 
565 350 
625 360 

745 I 400 
810 540 
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